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PRODUCT IDENTIFICATION AND COMPANY 
 

Product name: IMPRI-FIX  
 Uses: Cationic bituminous emulsion for priming and sealing hot and cold asphalt. 

 Supplier :  

FIXER PAVIMENTOS TECNICOS, S.L. 
P.I. “LA MUNTANYA” Parcelas 44 y 45 
46293-BENEIXIDA (VALENCIA). 
Tel: 962976630 
administracion@fixer.es 

 Emergency telephone: +34 91 562 04 20   National Institute of Toxicology 
 
 
Characteristics 
 

IMPRI-FIX is a cationic bituminous emulsion, made from pure asphalt bitumen emulsified in water using 
surfactants, and hydrochloric acid. Due to its cationic nature, it can be used with aggregates of different nature, basic or 
acidic. 
 
Uses 
 
 Due to the adherence provided, the main application of IMPRI-FIX is the use as a bond between the concrete 
or asphalt substrate and the layer to be applied on top of cold or hot asphalt. 
 
Benefits 
 

IMPRI-FIX is a cationic bituminous emulsion, and it can be used with aggregates of different nature, basic or 
acidic. Moreover, the application is easy and quick. 
 
Packaging and Storage 
 
 IMPRI-FIX is supplied in 25 kg containers. 
 
 Must be stored at temperatures between 5ºC and 40ºC in its original container, preserving it from the intense 
cold and away from heat sources. Containers must be kept tightly closed to prevent the formation of a surface film due 
to evaporation of water. It has a lifespan of 6 months from the date of manufacture. 
 
Application 
 
1. Remove the product to homogenize it before applying. 
2. Apply with a roller or brush on the surface to be treated, applying 1 kg/m2. 
 
 
 
 
  
 
 
 
 
 
 
 
LEGAL NOTICE 
 
This information, and in particular the recommendations regarding the application and end use of the product, are based on Fixer's experience and 
knowledge, when the product has been applied and handled within the limits described in the current data sheet. If the environmental conditions of 
temperature and humidity, as well as the conditions of the support change, they can give rise to differences in the data contributed by this technical sheet, 
reason why it is not deductible of the information of the present document, neither of any other written recommendation, nor of any offered advice, no 
guarantee nor obligation some outside of any legal relation that could exist. Customers and users must know and use the latest and updated version of the 
Product Data Sheets, a copy of which will be sent to anyone who requests them. 


